SLAB PLAN LEGENDS FLOOR PLAN LEGENDS RCP LEGENDS REFLECTED CEILING PLAN LEGENDS ELEVATION LEGENDS

SLAB PLAN NOTES GENERAL NOTES CEILING AND PARTITON NOTES RCP NOTES WINDOW SCHEDULE NOTES DOOR SCHEDULE NOTES

1. COORDINATE GRADE. SLAB. & STEP ELEVATIONS WITH ALL INTERIOR PARTITION WALLS ARE P-1 UNO; ALL . ALL WALLS TO DECK U.N.O. _ SEE ELEVATIONS FOR LOCATIONS OF EXTERIOR WINDOW B.0.D.: CONTRACTOR TO VERIFY HEIGHT BEFORE ORDERING
’ ! . EXTERIOR WALLS ARE W-1 UNO; SEE PARTITION TYPES 2_ ALL GYPSUM BOARD AT BATHROOM AREA AND KITCHEN DECORATIVE LIGHT FIXTURES. A. PELLA IMPERVIA FIBERGLASS WINDOW W/ IMPACT DOORS.
FIELD CONDITIONS. PROVIDE POSITIVE DRAINAGE AWAY N Ao 1 v o OOR B.OD.
oM BUILDING. GRADE SHALL PALL AMIN. & WiTHIN 1. ) SINK AREA TO BE WATER RESISTANT. PROVIDE 2. CENTER LIGHT FIXTURES ON DOORWAYS, IN ROOMS OR o L ASe IMPACT IN-SWING ENTRY DOOR
FIRST 10°-0" 2. ALL WALLS ARE 90° UNLESS OTHERWISE NOTED. MOISTURE & MOLD RESISTANT GYPSUM AT ALL TILED ABOVE PLUMBING FIXTURES WHERE APPLICABLE. a. PROVIDE WHITE FINISH FRAME AND HARDWARE : -
> CONTROL JOINTS @ 15'-0" MAX. SEE STRUCTURAL. 3. WALLS ARE DIMENSIONED FROM FACE OF STUD WALLS NOT IN A SHOWER. PROVIDE CEMENT BOARD AT 3. INTERIOR AND EXTERIOR FIXTURES AND BULBS TO BE 2. PROVIDE LIMITED WINDOW OPENING CONTROL DEVICE W/ IMPACT GLASS.
3. REFER TO STRUCTURAL DRAWINGS FOR SLAB DETAILS & UNLESS NOTED OTHERWISE. SHOWER LOCATIONS. CEMENT BOARD NOT REQUIRED @ ENERGY STAR QUALIFIED LED. AT ALL WINDOWS NOT CALLED OUT AS EGRESS B. 1/2 LIGHT 1 PANEL DOOR WITH FULL LIGHT
' DIMENSIONS 4. WINDOWS & DOORS ARE DIMENSIONED TO CENTER OF SHOWER/TUB LOCATIONS WHERE TUB SURROUNDS ARE 4. MOUNTING HEIGHT MEASURED FROM FINISHED FLOOR WINDOWS. SEE FLOOR PLAN FOR LOCATIONS. SIDELIGHTS
: OPENING UNLESS NOTED OTHERWISE. USED. UNLESS NOTED OTHERWISE. 3. PROVIDE LOW-VOLTAGE WIRING AT ALL OPERABLE C. PROVIDE BRICK MOULD AT BRICK WATER TABLE
5. DOOR JAMBS AT ROOM CORNERS TO BE LOCATED 6" 3. ALL GYSPUM BOARD TO BE DURABLE, ABRASION- 5. WHERE SPRINKLER PIPING IS INSTALLED IN EXPOSED WINDOWS FOR SECURITY CONTACTS ASSOCIATED WITH WHERE APPLICABLE
FROM CORNER UNLESS NOTED OTHERWISE. RESISTANT, AND IMPACT RESISTANT THROUGHOUT, STRUCTURE, RUN PIPING ABOVE BOTTOM CHORD OF BUILDING ALARM/ SECURITY SYSTEM. COORDINATE 3. PROVIDE IMPACT GLASS AT ALL GLAZING LOCATED IN
6. CENTER DOWNSPOUTS ON CORNER BOARDS OR TRIM INCLUDING AT CEILINGS. TRUSS OR JOIST. LOCATIONS AND REQUIREMENTS WITH SECURITY DOORS. . ; DORSTO
WHERE POSSIBLE, UNLESS NOTED OTHERWISE. 4. AT ALL LOCATIONS WHERE SEALANT IS EXPOSED, VENDOR. 4. ALL HARDWARE & FRAMES @ FIRE-RATED DOORS TO BE
7. FOF = FACE OF FINISH PROVIDE PICK-RESISTANT SEALANT. SMOKE/CO DETECTOR NOTES 4. REFER TO SELECTED MANUFACTURER FOR ROUGH FIRQE-RATED INSCOORDINACE WITH UL AND NFPA 101
5. PROVIDE ACOUSTIC SEALANT AT PERIMETER OF ALL OPENINGS. REQUIREMENTS.
WALL LOCATIONS AT WHICH AN ADDITIONAL LAYER OF 5. CONTRACTOR TO VERIFY WITH WINDOW MANUFACTURER 5. PROVIDE LOW-VOLTAGE WIRING AT ALL EXTERIOR
PARTITION LEGEND GYPSUM BOARD IS PROVIDED. 1. HARD WIRED INTERCONNECTED SMOKE / CARBON ALL UNIT AND ROUGH OPENING SIZES BEFORE FRAMING DOORS FOR SECURITY CONTACTS ASSOCIATED WITH
6. PROVIDE BLOCKING AT ALL BATHROOM ACCESSORIES, ';"SLNL%@?NEGDE;E%ORS SHALL BE REQUIRED IN THE WALL OPENINGS. BUILDING ALARM/ SECURITY SYSTEM. COORDINATE
SEE A-9.1 FOR PARTITION AND WALL TYPES WALL CABINETS, AND SHELVING. A IN EACH SLEEP.|NG ROOM 6. :gﬁgﬁlgﬁéﬂ-lEEMEQOS\}EI}{S\;D(;'EASTLEBSFTL%%gF WINDOW bgﬁgygNS AND REQUIREMENTS WITH SECURITY
! ES?GLEORI\?FTCI)ERDMP?ETSITEEIEl\?lSQSE%TJ?RLéEASIéISESTIA;g\jRAEI\IA%H B. OUTSIDE EACH SLEEPING AREA IN THE GENERAL 7. SEE ELEVATIONS FOR WINDOW TAGS. ' 6. ALL EXTERIOR DOORS TO BE INSULATED TO MEET
NEW STUD WALL PARTITION PARTITION ASSEMBLY OF UNDERWRITERS VICINITY OF BEDROOMS [HALLWAYS] IN DWELLING 8. ALL WINDOWS IDENTIFIED WITH AN “E" SHALL MEET ENERGY CODE:
LABORATORIES, INC.. FIRE RESISTANCE DIRECTORY UNITS WITHIN WHICH FUEL-FIRED APPLIANCES ARE CODE TO SERVE AS AN EMERGENCY ESCAPE AND A. DOORS W/ GLAZING (LOW-E):
——c=—ce——-—— SMOKE PARTITION WALL 2000 AND THE GYPSUM ASSOCIATION, FIRE RESISTANCE ) O'NSTALLEDS' 0 N . RESCUE OPENING. PROVIDE A MINIMUM OF ONE a. MAX. U-FACTOR: 0.35
MANUAL, 15TH EDITION. : FE"OSECELLAIEE" F/INSMA'NTA'N MIN 3'-0 CLEARANCE WINDOW PER BEDROOM MEETING THESE CONDITIONS. b. MAX. SHGC FOR GLAZING: 0.27
GRAPHICS LEGEND 8. METALLIC OUTLETS OR SWITCH BOXES LOCATED ON '
OPPOSITE SIDES OF WALLS OR PARTITIONS SHALL BE 3 iEEr\TSEEBE{CSTS/DCSESIEITNE%EC%ST%(?ET?OENL?TMCAL DOOR HARDWARE NOTES
SEPARATED BY A MINIMUM HORIZONTAL DISTANCE OF :
CONTRACTOR TO VERIFY ALL APPLIANCE AND FIXTURE WALL STUD SPACING. 9. ALL WINDOWS IDENTIFIED WITH “T* SHALL BE 1. PROVIDE POLISHED CHROME FINISH FOR ALL DOOR
B.0.D. WITH OWNER. 9. REFER TO FINISH SCHEDULE, INTERIOR ELEVATIONS, RCP GRAPHIC LEGEND TEMPERED & ALL DOOR GLAZING TO BE TEMPERED. HARDWARE.
AND ARCHITECTURAL WOODWORK DETAILS FOR WALL SEE LIGHTING SCHEDULE FOR ADDITIONAL INFORMATION 2. PROVIDE ADA COMPLIANT DOOR HARDWARE.
ALL APPLIANCES AND FIXTURES TO BE ADA-COMPLIANT. FINISHES AND WALL HUNG PARTITION BLOCKING @ 3. WHEN CLOSERS ARE PROVIDED, DOORS MUST CLOSE
INFORMATION. FROM 90 DEGREES TO 12 DEGREES IN 5 SECONDS
10. PROVIDE SOUND BATTS @ BATHROOMS & BEDROOMS IN Vi LOW LIGHT MOUNTED ON 1X PAINTED WOOD T MIN.
o O RANGE AND OVEN - MUST BE SELF- UNIT PARTITIONS. PROVIDE ACOUSTICAL SEALANT AT MOUNT, TYP. PROVIDE 1X4 TRIM SURROUND. 11. ALL EXTERIOR GLAZING TO BE LOW-E & INSULATED TO 4. PROVIDE TAMPER PROOF GASKETING AT ALL DOORS
OvV. | CLEANING AND HAVE FRONT CONTROLS. SEE ELECTRICAL BOXES. COORDINATE COLOR WITH CLADDING OR TRIM. MEET ENERGY CODE REQUIREMENTS: LOCATED IN SMOKE PARTITIONS.
O FIXTURES & APPLIANCES SCHEDULE FOR 11. ALL PENETRATIONS OF PARTITIONS, WALLS, SOFFITS, INSTALL AT 1" - 4" AFF. A. MAX GLAZING U-FACTOR FIXED FENESTRATION: 5. PROVIDE LIGATURE RESISTANT CONVEX WALL
ADDITIONAL INFORMATION. ETC. ARE TO BE APPROPRIATELY SEALED. GASKETTED, - a. 035 BUMPER AT ALL DOORS.
OR DAMPERED AS REQUIRED. PROVIDE UL APPROVED R EXIT SIGN - INSTALL AT 8'-0" A.F.F. MIN. B. MAX GLAZING U-FACTOR OPERABLE FENESTRATION 6. EXTERIOR DOORS:
FIRESTOPPING FOR ALL RATED CONSTRUCTION. a. 035 A. ACCESS CONTROL BY OTHERS
SINGLE BOWL UNDERMOUNT KITCHEN SINK; PROVIDE SEALING, GASKETTING, AND DAMPERS C. MAX GLAZING SHGC AT FIXED WINDOWS B. ELECTRIC STRIKE
oo FAUCET WITH SPRAYER AND GARBAGE APPROPRIATE FOR SMOKE PARTITIONS AT SMOKE O ROUND SURFACE MOUNTED CEILING FIXTURE a. 0.27 C. HINGES AND WEATHERSTRIPPING BY DOOR
& RLSLFE)C\)/?%HEEE(\ZIILI?A%RDECA&,\IJESS SAEEEQ\ZTO PARTITION LOCATIONS. D. MAX GLAZING SHGC AT OPERABLE WINDOWS: MANUFACTURER
ROVIDE REGUIRED CLEARANGES AND 12. PARTITION SCHEDULE IS A REFERENCE FOR MATERIALS o HOUND SURFACE MOUNTED WET LOCATION a. 027 D. ADA COMPLIANT THRESHOLD BY DOOR
AND BASIC CONSTRUCTION. WALL SECTIONS AND E. DOORS W/ GLAZING (LOW-E): MANUFACTURER
INSULATED SLEEVE ON HOT WATER AND OTHER DETAILS TAKE PRECEDENCE FOR SPECIFIC “F RATED CEILING FIXTURE a. MAX. U-FACTOR: 0.35 E. SINGLE CYLINDER ENTRY DEADBOLT (BORED
DRAIN PIPES. SEE FIXTURES & APPLIANCES CONSTRUCTION. b. MAX. SHGC FOR GLAZING: 0.27 LOCKSET REQUIRED) W/ SCHLAGE M55
SCHEDULE FOR ADDITIONAL INFORMATION. 13. STUD SIZING IS BASED ON UNITED STATES GYPSUM  WALL MOUNTED SCONCE DECORATIVE LEVER
COMPANY SPECIFICATIONS, SUBSTITUTIONS SHOULD WINDOW AND EXTERIOR DOOR CONTACT: 7. OFFICE ENTRY DOOR:
CONFORM TO MANUFACTURERS RECOMMENDATIONS PELLA CORPORATION A. ACCESS CONTROL BY OTHERS
. FOR PERTINENT CONDITION. KELLY NOLAN B. ELECTRIC STRIKE
Mo ! g‘l‘zEvﬁ'lQTEUDF;ES\Q’(AAS;'PELFTAELEC'—SSVVSE?E’ELEETOP' 14. PROVIDE BASE AT ALL WALLS AT INTERIOR - SEE ﬁp ‘éVCA('J-N'-C'VéOUNTED WET LOCATION RATED (404) 510-2550 C. HINGES BY DOOR MANUFACTURER
A SR ydedy FINISH LEGEND. knolan@pellase.com D. PULL SIDE SURFACE MOUNTED CLOSER
: 15. SEAL ALL PENETRATIONS AT UNIT ENVELOPE E. SINGLE CYLINDER 0}FF|;:E LOCK (BORED
INCLUDING WALL SWITCHES, ELECTRICAL OUTLETS, EXTERIOR TRIM OPTIONS LOCKSET REQUIRED) W/ SCHLAGE M55
AND PLUMBING PENETRATIONS. BATHROOM EXHAUST FAN DECORATIVE LEVER
36" SIDE BY SIDE REFRIGERATOR SEE 16. SEAL ALL INTERIOR WALL AND CEILING PENETRATIONS, SEE ELEVATIONS AND DETAILS FOR ADDITIONAL TRIM 8. OFFICE BATHROOM DOOR:
REF e e e R e INCLUDING AT FIXTURES AND RECEPTACLE BOXES. 1 MICROWAVE INFORMATION NOT CALLED OUT BELOW A. PRIVACY LOCKSET W/ SCHLAGE M55
ADDITIONAL INFORMATION 17. PROVIDE CAULK AT ALL TOP PLATES AT ALL EXTERIOR DECORATIVE LEVER. m
: WALLS. 9. KITCHEN DOOR:
18. SEAL ALL BOTTOM PLATES AT UNIT ENVELOPE WALLS DOOR/WINDOW JAMB: X4 A. SINGLE CYLINDER MORTISE LOCK W/ SCHLAGE | | |
AT FIRST FLOOR TO FOUNDATION. SEAL ALL BOTTOM =] HOOD VENT & LIGHT WINDOW HEAD: 1x6 W/ SLOPED 1x2 CAP SL1 LIGATURE-RESISTANT TRIM
D %;E&?\J%I\éssg\éﬁéggfgggiED%ﬁmNAL PLATES AT UNIT ENVELOPE WALLS AT SECOND AND DOOR HEAD: TRIM TO ALIGN WITH WINDOW B. LIGATURE RESISTANT CLOSER z
HEAD TRIM 10. CLOSET DOOR:
INFORMATION. % INTERCONNECTED SMOKE DETECTOR CORNER BOARDS: 1x6 A. ACCESS CONTROL BY OTHERS (SEE RCPS FOR
FIREBLOCKING NOTES W/ BATTERY BACKUP AND CARBON MONOXIDE BASE TRIM. 1%10 + DRIP CAP LOCATIONS) O
O@ thfm"gé"gggETSL'JLLEETF'OSREAEDFE')TTTI%RNEASL& DETECTOR FRIEZE TRIM: BUILT UP TRIM: 1x8 + 1x4 FIBER B. ELECTRIC STRIKE (SEE RCPS FOR LOCCATIONS) I
INFORMATION WHERE FIREBLOCKING IS REQUIRED, FIREBLOCKING SHALL CEMENT C. CLOSET/STOREROOM LOCK W/ SCHLAGE SL1
: CONSIST OF THE FOLLOWING MATERIALS: BUILT-UP FASCIA: 1x6 W/ 1x4 LIGATURE-RESISTANT TRIM
«  TWO-INCH (51 MM) NOMINAL LUMBER ] LOW-VOLTAGE BOX FOR FUTURE ACCESS BEAM @ PORCH: SEE ARCH DETAIL 11. BEDROOM DOOR:
60 x 38 ROLL IN SHOWER - SEE FIXTURES & : N1 CONTROL DEVICE BY OTHERS - INSTALL 4'-0" FASCIA @ PORCH: T A DORMITORY/ BEDROOM MORTISE LOCK W/ SL1 L|J
APPLIANCES SCHEDULE FOR ADDITIONAL *  TWO THICKNESSES OF 1-INCH (25 MM) NOMINAL = AF.F. MAX ' " LIGATURE RESISTANT TRIM
INFORMATION COMBER W OROKEN LAR JOINTS. B. LIGATURE RESISTANT BARRICADE HINGE m
: «  ONE THICKNESS OF 0.719-INCH (18.3 MM} WOOD :
STRUCTURAL PANELS WITH JO,,LTS BAC&ED BY 0.719- 1. CONTRACTOR TO CONFIRM ALL TRIM SIZING W/ C. LIGATURE RESISTANT CLOSER )
INCH (18.3 MM) WOOD STRUCTURAL PANELS. v | LOW-VOLTAGE BOX FOR FUTURE CAMERABY | OWNER & PROVIDE MOCK UP AS REQUIRED. 12. BATHROOM DOOR: o
«  ONE THICKNESS OF 0.75-INCH (19.1 MM) CAM OTHERS - MOUNT TO CEILING OR INSTALL 9'-6 2. ALL EXTERIOR TRIM TO BE FIBER CEMENT UNLESS A. SINGLE CYLINDER MORTISE LOCK W/ SCHLAGE ]
WATER HEATER - SEE PLUMBING. PARTICLEBOARD WITH JOINTS BACKED BY 0.75-INCH (19 AFF. NOTED OTHERWISE; PAINT, TYP. SL1 LIGATURE-RESISTANT TRIM U Ll
MM) PARTICLEBOARD. 3. CONTRACTOR TO PROVIDE ALTERNATE TO CHANGE B. LIGATURE RESISTANT BARRICADE HINGE <
e ONE-HALF-INCH (12.7 MM) GYPSUM BOARD ALL INSTANCES OF 5/4X TRIM TO 4/4X TRIM. OWNER TO C. LIGATURE RESISTANT CLOSER ol ™
27" X 27" FRONT LOADING SIDE BY SIDE r ONE-FOURTHAINGH 16.4 MM) CEMENT-BASED v |  LOW-VOLTAGE BOX FOR ALARM SYSTEM BY CONFIRM. _I <3
WASHER AND DRYER. PROVIDE EXTENDED } ) ) ) ALRM OTHERS 4. SEE WINDOW, DOOR, AND PORCH DETAILS FOR
" L ° | RANGE EXHAUST AT DRYER WHERE MILLBOARD. ADDITIONAL INFORMATION CONCERNING TRIM SIZING DOOR HARDWARE CONTACT: Ll 8
«  BATTS OR BLANKETS OF MINERAL WOOL, MINERAL : O
REQUIRED - SEE MECHANICAL. PROVIDE ALLEGION SERVICES GROUP
DRAIN PAN. SEE FIXTURES & APPLIANCES FIBER OR OTHER APPROVED MATERIALS INSTALLED IN @ DATA OUTLET ANDY MROZEK > <
SCHEDULE FOR ADDITIONAL INFORMATION. SUCH A MANNER AS TO BE SECURELY RETAINED IN INSULATION VALUES (470) 925-1838 NG
PLACE. NOTES andy.mrozek(@allegion.com — -
e CELLULOSE INSULATION INSTALLED AS TESTED FOR CEILING LEGEND N o
THE SPECIFIC APPLICATION m
T=_"7 MICROWAVE - SEE FIXTURES & APPLIANCES : 1. INSULATION VALUES PER IECC 2015 COMMERCIAL WINDOW AND EXTERIOR DOOR CONTACT: bl >
Lot . SCHEDULE FOR ADDITIONAL INFORMATION. SEE A-9.1 FOR HORIZONTAL ASSEMBLIES REQUIREMENTS FOR CLIMATE ZONE 3. PELLA CORPORATION ; —
2. INSULATION VALUES SHOWN ARE IECC CODE MINIMUM KELLY NOLAN <
ROOF PLAN LEGENDS REQUIREMENTS - SEE HORIZONTAL, INTERIOR, (404) 510-2550 I ™M O
UNIT ELOOR AREA PAINTED GYP FINISH EXTERIOR PARTITION SCHEDULES AND THE RESPECTIVE knolan@pellase.com LO
ROOF PLAN NOTES FIRE-RATED UL LISTINGS FOR ADDITIONAL O o W
CONDITIONED AREA REQUIREMENTS. o O
OPTION 1 OPTION 2 1. ALL ROOEING PENETRATIONS SHALL BE COORDINATED PAINTED SMOOTH HARDI BOARD FINISH @ 3. INSULATION HATCH SHOWN @ DETAILS IS
1ST FLOOR: 2543 SF 1ST FLOOR: 2543 SF W/ ROOFING MANUFACTURER'S WARRANTED DETAILS. SOFFIT DIAGRAMMATIC AND DOES NOT INDICATE TYPE OF
2ND FLOOR: N/A  2ND FLOOR: N/A 2. NO PONDING CONDITIONS WILL BE ALLOWED IN FINAL INSULATION TO BE PROVIDED: Mark Date Description
TOTAL: 2543SF  TOTAL: 2543 SF INSTALLATION OF NEW ROOFING.
3. ALL METAL WORK SHALL COMPLY WITH CURRENT DROPPED CEILING AWWWWWAWA’AWA’ 04/13/26 |CD SET
EXTERIOR AREA SMACNA STANDARDS AND DETAILS.
OPTION 1 OPTION 2 4. SEE MECHANICAL FOR ALL ROOF PENETRATION AND MINIMUM VALUES
FRONT PORCH: 692 SF FRONT PORCH: 692 SF MOUNTING DETAILS. ATTIC,
REAR PORCH- 365SE  REAR PORCH.: 396 SF 5. SEE LIFE SAFETY SITE PLAN FOR LOCATION OF FIRE ATTG: o R
TOTAL: 1058 SE TOTAL. 1088 SE BLOCKING AT SOFFIT IN ACCORDANCE WITH FIRE : R-
SEPARATION CODE REQUIREMENTS.
6. CONTRACTOR TO COORDINATE RELOCATION OF EXTERIOR STUD WALL:
TOTAL GROSS FLOOR AREA: TN 5 oot or DOWNSPOUTS AS NECESSARY. SEE CIVIL FOR TIE-IN TO OPEN CELL SPRAY FOAM: R-20; THIS EXCEEDS IECC MINIMUM
: UNDERGROUND PIPING.
7. PROVIDE SHEET METAL COLLAR AT ROOF INTERIOR STUD WALLS:
PENETRATIONS. SOUND BATT @ CAVITY
ENLARGED PLAN & ELEVATION NOTES 8. PROVIDE FLEXIBLE FLASHING AT ALL VALLEYS. Project ID 2572
ACCESSORY NOTES Drawn By KDA
Checked By HLB

1. PROVIDE BLOCKING IN WALLS (@ ALL GRAB BARS &
TOILET PAPER DISPENSER MOUNTING HEIGHTS.

2. SEE FINISH SCHEDULE FOR ADDITIONAL ACCESSORY
INFORMATION.
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R ACCESSIBILITY MOUNTING HEIGHTS AND CLEARANCES
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CODE SUMMARY LIFE SAFETY LEGEND 2 ¥p]

BUILDING DESCRIPTION

THIS PROJECT CONSISTS OF ONE PROPOSED NEW CONSTRUCTION ONE STORY BUILDING FOR USE AS A RESIDENTIAL BOARD AND EMERGENCY LIGHT W/ BATTERY BACKUP Lu '—

CARE FACILITY. THE GROSS FLOOR AREA FOR THE BUILDINGS IS 2,542 SF. THE BUILDING WILL SERVE AS A BOARD AND CARE m w
EXIT SIGN m '—

FACILITY FOR FOUR RESIDENTS. THE BUILDING WILL SHARE VEHICULAR ACCESS WITH THE SUBDIVISION.

GOVERNING CODES

e

: <>
STATE OF GEORGIA BUILDING CODES: Ce EXIT SIGN W/ EMERGENCY LIGHTS z
1. BUILDING CODE INTERNATIONAL RESIDENTIAL CODE, 2024 EDITION, WITH GA AMENDMENTS v o I
2. FIRE PREVENTION CODE INTERNATIONAL FIRE CODE, 2024 EDITION <
3. NFPA 101 LIFE SAFETY CODE NFPA 101 LIFE SAFETY CODE, 2024 EDITION, WITH GA AMENDMENTS (GA 120-3-3]) @Di DIRECTIONAL EXIT SIGN W/ EMERGENCY ‘ ’
4. GAS CODE INTERNATIONAL FUEL GAS CODE, 2024 EDITION, WITH GA AMENDMENTS v LIGHTS m m
5. MECHANICAL CODE INTERNATIONAL MECHANICAL CODE, 2024 EDITION, WITH GA AMENDMENTS m
6. PLUMBING CODE INTERNATIONAL PLUMBING CODE, 2024 EDITION, WITH GA AMENDMENTS x
7. ELECTRICAL CODE NATIONAL ELECTRICAL CODE, 2023 EDITION, WITH GA AMENDMENTS INTERCONNECTED SMOKE DETECTOR m
8. ACCESSIBILITY CODE ACCESSIBLE AND USABLE BUILDINGS AND FACILITIES (ANSI IICC A117.1), 2010 EDITION W/ BATTERY BACKUP <
9. ENERGY CODE INTERNATIONAL ENERGY CONSERVATION CODE, 2015 EDITION, WITH GA AMENDMENTS :
OCCUPANCY AND HAZARD CLASSIFICATIONS PARTITION LEGEND
OCCUPANCY CATEGORIES - NFPA 6.1 SEE A-9.1 FOR PARTITION AND WALL TYPES

NFPA: RESIDENTIAL BOARD AND CARE FACILITY, SMALL FACILITIES (CHAPTER 32, 32.2)

NEW STUD WALL PARTITION

OCCUPANCY CATEGORIES - IBC 308

IBC: FEWER THAN FIVE OCCUPANTS WILL RECEIVE CUSTODIAL CARE, AND SO THE RESIDENCE MAY BE GOVERNED UNDER THE
INTERNATIONAL RESIDENTIAL CODE (IRC) PER IBC 308.2.4 PROVIDED THAT AN AUTOMATIC SPRINKLER SYSTEM INSTALLED IN
ACCORDANCE WITH 903.3.1.3 IS PROVIDED [NFPA 13D SPRINKLER TO BE PROVIDED].

— o e e o e SMOKE PARTITION WALL

TYPE OF CONSTRUCTION (NFPA TABLE A.8.2.1.2)

NFPA: V-000 NN
N \

52 OF Gl

FIRE-RESISTANCE REQUIREMENTS FOR EXTERIOR BUILDING ELEMENTS (IRC R302.1(1)) A aveeee, O

EXTERIOR WALL W/ FIRE SEPARATION < 5' 1 HOUR, FROM BOTH SIDES
EXTERIOR WALL W/ FIRE SEPARATION 25’ 0 HOUR

MINIMUM DISTANCE OF PROJECTIONS TO FIRE SEPARATION LINE (IRC R302.1(1))

<2 NOT PERMITTED

>22'T0< % FIRE BLOCKING @ UNDERSIDE OF EAVE OVERHANG REQUIRED. BLOCKING TO EXTEND FROM WALL TOP PLATE '
TO UNDERSIDE OF ROOF SHEATHING. ‘\\SRED A?\c"-‘-"

25 PERMITTED WITHOUT FIRE BLOCKING AND FIRE RESISTANCE RATING NS

MAXIMUM AREA OF EXTERIOR WALL OPENINGS (IRC R302.1(1)) - SPRINKLERED, UNPROTECTED
<3 NOT PERMITTED

23'T0 <5’ 25%

25’ NO LIMIT

E-
=
=
=

PENETRATIONS (IRC R302.1(1])
<3 COMPLY WITH R302.4 FOR RATING & DESIGN REQ.
23 PERMITTED WITHOUT FIRE RESISTANCE RATING

EXITING REQUIREMENTS = o1 X
MEANS OF ESCAPE (NFPA 7.1.3.2, NFPA 32.2.2) _—— ’_LE — -
PRIMARY MEANS OF ESCAPE =

«  EVERY SLEEPING ROOM AND LIVING AREA TO HAVE ACCESS TO PRIMARY MEANS OF ESCAPE LOCATED TO PROVIDE A SAFE H

PATH OF TRAVEL TO THE OUTSIDE AT FINISHED GROUND LEVEL. (THREE SEPARATE EXITS AVAILABLE]

(102 ]

OFFICE RESTROOM LIVING DINING KITCHEN

DEN

SECONDARY MEANS OF ESCAPE |
e SLEEPING ROOMS TO HAVE SECONDARY MEANS OF ESCAPE VIA OUTSIDE WINDOW OPERABLE FROM THE INSIDE WITHOUT THE
USE OF TOOLS, KEYS, OR SPECIAL EFFORT PER NFPA 32.2.2.3.1. (OPERABLE EGRESS WINDOWS PROVIDED IN EACH BEDROOM]

EGRESS WIDTH/OCCUPANT: (NFPA 7.3.3.1, NFPA 7.2.2.2.1)

HORIZONTAL 0.2"/OCCUPANT [3' 0" MIN REQUIRED]

STAIRS 0.4"/OCCUPANT [3' 0" MIN REQUIRED, N/A NO STAIRS PROVIDED]
MIN. CORRIDOR WIDTH - NFPA 7.3.4 3'0"

MIN. CLEAR OPENING - NPFA 7.2.1.2.3 2' 8"

ﬁ SECONDARY MEANS OF EGRESS

DIMENSIONAL STAIR CRITERIA r
NEW STAIRS (7.2.2.2.1.1(A]): MIN.  MAX.
WIDTH (NFPA 7.2.2.1.2(A)): 3-0" - [OCCUPANT LOAD <50]
RISER HEIGHT 4" 7"
TREAD DEPTH 1M -
HEAD ROOM 68" -
HEIGHT BTWN LANDINGS - 12'

BEDROOM

MINIMUM FIRE PROTECTIVE REQUIREMENTS FOR OCCUPANCY AND USE — tM

BEDROOM

BEDROOM RESTROOM BEDROOM

AUTOMATIC SPRINKLER SYSTEM REQUIRED (NFPA 32.2.3.4.1, NFPA 32.2.3.5.3.2, IBC 308.2.4) [NFPA 13D SPRINKLER PROVIDED]
FIRE ALARM INITIATION TO BE BY MANUAL MEANS (NFPA 9.6.2.1(1)).

OCCUPANT NOTIFICATION TO BE PROVIDED AUTOMATICALLY WITHOUT DELAY (NFPA 32.2.4.3) ‘
PROTECTION OF RESIDENTIAL COOKING EQUIPMENT TO BE PROVIDED BY AUTOMATIC SPRINKLER HEAD POSITIONED OVER 1 { . = » N i
COOKING APPLIANCE, EXHAUST HOOD VENTED TO OUTSIDE (NFPA 32.2.3.2.6.1)

MEANS OF EGRESS ILLUMINATED PER NFPA 7.8 NOT REQUIRED, BUT PROVIDED / /

CONTINUOUSLY ILLUMINATED EXIT SIGNS NOT REQUIRED, BUT PROVIDED SECONDARY MEANS OF EGRESS SECONDARY MEANS OF EGRESS

PORTABLE FIRE EXTINGUISHERS REQUIRED (NFPA 32.2.3.5.9]
SMOKE ALARMS TO BE PROVIDED AT ALL SLEEPING ROOMS AND LIVING AREAS (NFPA 32.2.3.4.5)

FIRE-RESISTANCE REQUIREMENTS FOR INTERIOR BUILDING ELEMENTS = - ‘
CORRIDOR WALLS (NFPA 32.2.3.6.1(1)) SMOKE PARTITION, SEE PARTITION ASSEMBLIES*/**

[=]
[

*THE REQUIREMENTS OF 32.2.3.6.1 SHALL NOT APPLY TO CORRIDOR WALLS THAT ARE SMOKE PARTITIONS IN ACCORDANCE WITH
SECTION 8.4 WHERE THE FACILITY IS PROTECTED IN ACCORDANCE WITH 32.2.3.5, AND IN SUCH INSTANCES, THERE SHALL BE NO
LIMITATION ON THE SIZE OF GLASS PANELS AND DOOR CLOSING SHALL COMPLY WITH 32.2.3.6.4.

** SMOKE PARTITIONS TO TERMINATE AT UNDERSIDE OF CEILING SYSTEM IN ACCORDANCE WITH 8.4.2(2], AS ASSEMBLY MEETS
THE FOLLOWING CONDITIONS: A) THE CEILING SYSTEM FORMS A CONTINUOUS MEMBRANE, B) A SMOKE-TIGHT JOINT IS PROVIDED

BETWEEN THE TOP OF THE SMOKE PARTITION AND THE BOTTOM OF THE SUSPENDED CEILING, C) THE SPACE ABOVE THE CEILING
IS NOT USED AS PLENUM.

DRAFTSTOPPING (R302.12) m 1ST FLOOR LIFE SAFETY PLAN 04/13/26 |CD SET

DRAFTSTOPPING IS NOT REQUIRED, AS THERE IS NOT USABLE SPACE BOTH ABOVE AND BELOW THE CONCEALED SPACE OF THE a-03 / 1/8" =1'-0"
FLOOR-CEILING ASSEMBLY.

CLARATEL CARE HOMES

3053 WESLEY CHAPEL RD

DECATUR, GA 30034

MINIMUM PLUMBING FACILITIES (IPC 403 PER IRC WITH GEORGIA AMENDMENTS)
WATER CLOSETS 1 PER DWELLING UNIT
LAVATORIES 1 PER DWELLING UNIT
BATHTUBS/SHOWERS 1 PER DWELLING UNIT
OTHER 1 KITCHEN SINK PER DWELLING UNIT
1 AUTO CLOTHES WASHER CONNECTION PER DWELLING UNIT
2 HOSE BIBBS

Project ID 2572

Drawn By KDA
Checked By HLB

Sheet Title

LIFE SAFETY
PLAN

ENERGY CODE REQUIREMENTS (IECC R301, R402.1.2, R402.1.6)

CLIMATE ZONE: 3

MIN. ATTIC R-FACTOR R-20 PER R402.1.6 (R-20 OPEN CELL SPRAY FOAM PROVIDED]
MIN. WOOD FRAME CAVITY R-FACTOR ~ R-13 (R-20 OPEN CELL SPRAY FOAM PROVIDED]

MIN. SLAB ON GRADE R-FACTOR NR

MAX. GLAZING U-FACTOR 0.35

MAX. GLAZING SHGC 0.27

ACCESSIBILITY
2010 ADA STANDARDS FOR ACCESSIBLE DESIGN*
*SEE A-0.2 NOTES AND LEGENDS FOR ACCESSIBILITY REQUIREMENTS.
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ISSUED FOR CONSTRUCTION

0 4 8’ 16° 24°
SEE A-0.1 AND A-0.2 FOR ADDITIONAL NOTES & LEGENDS




i L i SITE PLAN GENERAL NOTE

=, = = & Ty

. . ZONING REQUIREMENTS NOT APPLICABLE PER CLIENT.
INTERIOR LOT LINES EXISTING BOUNDARY TREES TO BE 2. SUBDIVISION PENDING FINALIZATION RECORDING OF
DRAWN PER DRAFTED SHOWN ONCE SURVEY PROVIDED LOT DIVISION BY CLIENT.
IEW, VERIF \ . ALL PARKING LOT LIGHTING TO BE COORDINATED TO
DISCREPANCIES W GENERATOR PAD TYP , o emmm STREET LIGHTS AND PARKING LOT LIGHTS TO BE
METES AND BOUNDS & GAS METER, TYP : — COORDINATED BY CLIENT WITH GA POWER.
— * 1031 WESLEY CHAPEL RD i ) -
1041 WESLEY CHAPEL RD BACKYARD LANDSCAPE ﬂe_ w. S e
¢ — ‘ . PROJECT INFORMATION
“ ADDRESS: 3053 WESLEY CHAPEL RD.
SUPPORTIVE 2 | FINALIZATION/ RECORDING
PHASE 1 HOUSING : OF LOT DIVISION BY CLIENT
HOUSING ' , PARCEL ID: 15099 04 006
! . DISTRICT: 04

= EQUAL A MINIMUM OF 2 FOOTCANDLES OF LIGHT. NEW
= 1021 WESLEY CHAPEL RD} . STREETSCAPES TO BE COORDINATED BY CLIENT.
DESIGN TBD - N0 X
BACKYARD LANDSCAPE :
DESIGN TBD o
ATLANTA, GA 30034
\ PHASE 1
*) LOT ADDRESSES PENDING
SUPPORTIVE
COUNTY: DEKALB

TOTAL LOT AREAS
GROSS LAND AREA (GLA): 162,358 SF (3.727 ACRES)

AN
\ N , : ' MAX NON-RES FAR: 3,200 SF
b | MAX RES FAR: 10,400 SF
N, HVAC CONDENSER ; & MAX COMBINED FAR: 13,600 SF
\\ ' & s e 3 i

PHASE 3
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HOUSE SITE PLAN LEGEND
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06-01.9 06-01.19

/" 2"\ OPTION 2 - SIDE PORCH FLOOR PLAN — " — " "
YWY/ 7 38 -21/4" A e w

\ 38'-21/4" \

A-2.1
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TAG NOTE (D
) SEE A-9.2- DOOR & WINDOW SCHEDULES 01-10  |REFERTO FINISH PLAN FOR FINISH SCHEDULE AND INFORMATION b
03-03.2 |SLOPE SLAB TO DRAIN - SEE SECTIONS, SLAB PLAN, AND CIVIL m m U
. o . 04-15  |SLOPED BRICK ROWLOCK AT OPTION 1; TYP.
3 3 S 2 3 3 S 04-28 LOW BRICK WALL W/ STONE CAP AT OPTION 1 - SEE ELEVATIONS l.u '_ w
01/ 06-01.9 |8X8 BOXED OUT P.T. WOOD COLUMN; PAINT, TYP. - SEE STRUCTURAL, ELEVATIONS & m
- PORCH DETAILS m '_
8 -01/2" 192" | 128 - 4" 23 - 4" 06-01.19 |PORCH RAIL; SEE ELEVATIONS & PORCH DETAILS p—
7" 13'-10" 13'-7 1/4" 13' - 1" ‘ 15' -0 1/4" 5" 06-07.1 BASE CABINETS UNDER COUNTERTOP Z z __—
| 06-07.2 |CABINETS CONTINUE ABOVE REFRIGERATOR I
03-03.2 —06-01.9 06-07.3 |DASHED LINE INDICATES WALL MOUNTED CABINETRY ABOVE o
F.0S. N = = = ' 06-07.10 |SOLID SURFACE COUNTERTOP - SEE FINISH DRAWINGS < U
< X < < 06-07.13 |COUNTERTOP SHOWN AS TRANSPARENT FOR GRAPHIC CLARITY m
T T 07-02.3 |PRE-FINISHED METAL DOWNSPOUT, TYP - SEE ROOF DRAINAGE COMPONENTS LEGEND m m
& 4y J 04-28 FOR SIZING. CENTER DS ON CORNER BOARDS WHERE POSSIBLE. ROUTE TO STORM BOOT x
= = : WHERE APPLICABLE, OTHERWISE PROVIDE CONCRETE SPLASH BLOCK WHERE m
R | 6 - 71/4" L | 10°-21/4" | 7-31/2" S 4 6 -4 | 1 -8" | 5 - 6" DAYLIGHTED - SEE CIVIL AND ROOF NOTES.
| ‘ | ; ‘ | 08-01.1 |DASHED LINE INDICATES ATTIC OR ROOF ACCESS HATCH ABOVE
1A e o . 09-01.2 |LINE INDICATES 2 ROWS OF SOLID WOOD PAINTED SHELVING, MIN. 1'-0" DEEP, TYP.
F.O0S. 10-03.1 07-02.3 26-03.5 : :
: ‘ ; e I =iy — oe15) ‘ f — — 09-01.5 | DASHED LINE INDICATES WIRE SHELVING ABOVE
= N N A ” oA o o Il 9-01.6  |DASHED LINE INDICATES FOUR WIRE SHELVES WITHOUT HANGING ROD - SEE A-0.2 FOR
F.0S. N T T / 4 4 a 4 T R HEIGHT REQUIREMENTS
CorEl 7 TF qﬂr =T /. ‘ L Ji—I I— TF Q-E 9 ] 9-01.7  |DASHED LINE INDICATES FOUR WOOD SHELVES - SEE A-0.2 FOR HEIGHT REQUIREMENTS
_ = | | | oﬂu | _ 9-01.8  |DASHED LINE INDICATES WIRE SHELF MOUNTED AT 72" AFF
< = REM N | DW ADA E | < 10-03.1  |PROVIDE FIRE EXTINGUISHER BELOW KITCHEN SINK
'\T . | P-2 o | '< 10-03.2  |(4) TWO-TIER 18"W X 21"D METAL LOCKER
! ! — " | 22-01  |3" RADON PIPE, EXHAUST TO ROOF - SEE DETAIL
v 1A ] ﬂl | 4 ] ] Og O | 18) 22-07  |GAS METER - SEE PLUMBING
102 ™ 103 104
T @ OFFICE : @ 6 ] © LIVING {01-10) DINING : 06-07.1 | T 22-09  |HOSE BIBB; TYP. - SEE PLUMBING ~a~;‘;‘;\\\\‘
~—— S | = ® Oro 13 Ms07s =7 % P2 T 23-11  |OUTDOOR HVAC UNIT; PROVIDE LOCKABLE CAGE AND CONCRETE PAD. CONTRACTOR TO e Nasa,
06-07.17 8 /06-07.10 ' 7 | § & i | Jo-07.2 : e \éilcFTYRleL//iE FE)Z(LEETTSS\IIEVIIETSEI\Q)ANUFACTURER. - SEE MECHANICAL
C.L ) . ) . ) . ) ! ) . ) . ) . o~ — | DEN = -vo. -
- B 3-10 6-3 2-23/a"p )2 - 9 3/4 3-7 - 13°-1 7-1172 r-e g-3120 o 26-035 |BACKUP GENERATOR AND CONCRETE PAD. CONTRACTOR TO VERIFY SLAB EXTENTS WITH
_ (1028 ) = = MANUFACTURER. - SEE MEP ._ i1 2
. MEDICIN KITCHEN 32-07  |SEE CIVIL AND ARCH SITE PLAN FOR SIDEWALK CONNECTIONS f,‘ L, :
' < . E NU- o*
s - UNIT FLOOR AREA '( ‘9)*@ [reeenet X
o018 /J T CONDITIONED AREA ‘“‘ﬁ@\&%’;
’ b . T OPTION 1 OPTION 2
5 yr [ore]_ o ___ P T k 1ST FLOOR: 2543SF 1S FLOOR: 2543 SF
= STORAGE — = 2ND FLOOR: N/A  2ND FLOOR: N/A
7‘ K—.*m&_.— (== h.—‘—.—. — e e ca— © — 105 _' TOTAL 2543 SF TOTAL 2543 SF
< g e, Ea i
N 4 _ | EXTERIOR AREA
EQ . 3 o OPTION 1 OPTION 2
c HALL = = AN FRONT PORCH: 692 SF  FRONT PORCH: 692 SF
- . . . . . . . . . . . . . . REAR PORCH: 366 SF REAR PORCH: 396 SF
o 10'-41/2 3-31/2" | 5 -51/2 2 -41/2 04172 8-101/2 - 10°- 41/2 T TOTAL. 058 TOTAL. 1088 oF
22-01 JE— 9-01.7
o — 0801 e TOTAL GROSS FLOOR AREA: OPTION 1: 3601 SF
) | r / 5 OPTION 2: 3631 SF
t | (] | _|
P-3 \ | ‘o P-3 = 1 WINDOW SCHEDULE
= | NN}
F.OS. _ = < N AR _ TYPE | EGRESS | CALLSIZE | HEAD
© <g o = | % MARK | Y/N | WD | HT | HEIGHT COMMENTS m
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- | [ i o
i RESTROOM
= BM BM : : BM : 1B 2-8 | 6-0 | 8'-4" |SINGLE HUNG WINDOW O
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» N P2 o . © BETWEEN THE GLASS; I
BEDROOM RESTROOM | c 26-03.1— | > @ | FIELD MULL WINDOWS
2 : 3 4 TOGETHER - SEE
. . : =y
| o = i | | STRUCTURAL LLl
— — 5 ' "
N 1B . . - ! : 18Dk 1B Y |28 60| 8-4" [SINGLE HUNG WINDOW m
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< | W | | 2 FIELD MULL WINDOWS o-
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STRUCTURAL Ll
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E —_——— - — E N £ ———— - — - E I ™
ﬂ 1B 1B 18 1B 1B 18 ﬁ MULL WINDOWS <o
T 2A T ‘ T T ‘ T 2B T TOGETHER - SEE T o
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06-01.9 -
Sl EQ EQ EQ S ALL WINDOWS IDENTIFIED WITH AN “E" SHALL MEET CODE Mark Date Description
- 5 o - =X TO SERVE AS AN EMERGENCY ESCAPE AND RESCUE
o o = OPENING. PROVIDE A MINIMUM OF ONE WINDOW PER
7“1\ 1ST FLOOR PLAN 31-61/2" 35 - 3" 3 BEDROOM MEETING THESE CONDITIONS. 04/13/26 |CD SET
a21 ) 1/4" = 1'-0" = @ Z
ALL WINDOWS IDENTIFIED WITH “T* SHALL BE TEMPERED & | —
> ALL DOOR GLAZING TO BE TEMPERED. )
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KEYNOTE LEGEND

TAG NOTE

01-04 |DASHED LINES INDICATE BRACKETS BELOW, TYP.

01-05 | DASHED LINES INDICATE COLUMN BELOW, TYP

01-07 |DASHED LINES INDICATE WALLS BELOW, TYP.

01-09 |BLUE DASHED LINES INDICATE DORMER WALLS BELOW

06-02.3 |SLOPED FIBER CEMENT SOFFIT, TYP.

06-05.15|INSTALL SMOOTH HARDI FIBER CEMENT SIDING BETWEEN EXPOSED RAFTERS DIRECTLY
TO THE PLYWOOD PORCH ROOF SHEATHING

07-01.2 |IMPACT RESISTANT CORRUGATED METAL ROOF

07-02.3 |PRE-FINISHED METAL DOWNSPOUT, TYP - SEE ROOF DRAINAGE COMPONENTS LEGEND
FOR SIZING. CENTER DS ON CORNER BOARDS WHERE POSSIBLE. ROUTE TO STORM BOOT
WHERE APPLICABLE, OTHERWISE PROVIDE CONCRETE SPLASH BLOCK WHERE
DAYLIGHTED - SEE CIVIL AND ROOF NOTES.

07-02.4 |PRE-FINISHED METAL GUTTER W/ GUTTER SCREEN, TYP. - SEE ROOF DRAINAGE
COMPONENTS FOR SIZING & ROOF NOTES.

22-01 | 3" RADON PIPE, EXHAUST TO ROOF - SEE DETAIL
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TAG NOTE o ﬂ

06-01.1 |P.T. WOOD BRACKET; PAINT, TYP

06-01.11 |BOXED OUT P.T. WOOD COLUMN; PAINT, TYP. - SEE STRUCTURAL FOR SIZING & PORCH m m U
DETAILS
06-01.15 |BOXED OUT P.T. WOOD BEAM W/ FIBER CEMENT TRIM; PAINT, TYP - SEE STRUCT AND w h w
S PORCH DETAILS

07-02.4
— 06-05.15 [INSTALL SMOOTH HARDI FIBER CEMENT SIDING BETWEEN EXPOSED RAFTERS DIRECTLY m m
06-05.15 TO THE PLYWOOD PORCH ROOF SHEATHING F
07-02.4 |PRE-FINISHED METAL GUTTER W/ GUTTER SCREEN, TYP. - SEE ROOF DRAINAGE

COMPONENTS FOR SIZING & ROOF NOTES. Z Z

/ ——06-01.11
— 08-01.2 |LOCKABLE ATTIC OR ROOF ACCESS HATCH I
X X < ] /06-01.15 11-02 BUILT-IN OR DRAWER MICROWAVE, CENTER MICROWAVE ON CABINETRY ABOVE/BELOW o <

11-05  |6" OVEN HOOD m
22-07  |GAS METER - SEE PLUMBING m

2907 23-10 HVAC EQUPMENT LOCATED IN ATTIC - SEE MECHANICAL. PROVIDE MAINTENANCE x m

LANDING AT TOP OF ATTIC STAIRS AND AT HVAC EQUIPMENT FOR MAINTENANCE/

26-01.2
i e o " SERVICING.

L‘} % 26-01.1 |CENTER FIXTURE ON CABINETRY ABOVE, TYP D
gt C

57
)
= 2ave PSS seasiel i i A i H 26-01.2 | DECORATIVE WALL SCONCE MOUNTED @ EXTERIOR WALL, TYP
& MP 5 MP = I — X ulv I b 3 S '/ 26-02.5 |LOWSITE LIGHTING ON 1X PAINTED WOOD MOUNT, TYP - COORDINATE COLOR WITH
&;’ (’l ALRM IALRM ALRM @ ALRM X‘Z l XIZ CLADDING OR TRIM
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KEYNOTE LEGEND KEYNOTE LEGEND EXTERIOR TRIM OPTIONS m

TAG NOTE TAG NOTE (D
SEE ELEVATIONS AND DETAILS FOR ADDITIONAL TRIM
04-32  |ALIGN T/ BRICK SILL TO B/ WINDOW SILL 07-02.3 |PRE-FINISHED METAL DOWNSPOUT, TYP - SEE ROOF DRAINAGE COMPONENTS LEGEND INFORMATION NOT CALLED OUT BELOW '_
06-01.2 |P.T. WOOD BRACKET; PAINT, TYP - SEE BRACKET ELEVATION ON A-6.5 FOR SIZING. CENTER DS ON CORNER BOARDS WHERE POSSIBLE. ROUTE TO STORM BOOT m m
: § WHERE APPLICABLE, OTHERWISE PROVIDE CONCRETE SPLASH BLOCK WHERE
06-01.9 g)ésREaxggTiluLTSP.T. WOOD COLUMN; PAINT, TYP. - SEE STRUCTURAL, ELEVATIONS & DAYLIGHTED - SEE GVIL AND ROOF NOTES. DOOR/MWINDOW JAMB: -
07-02.4 |PRE-FINISHED METAL GUTTER W/ GUTTER SCREEN, TYP. - SEE ROOF DRAINAGE WINDOW HEAD: 1x6 W/ SLOPED 1x2 CAP
06-01.15|BOXED OUT P.T. WOOD BEAM W/ FIBER CEMENT TRIM; PAINT, TYP - SEE STRUCT AND '
PORCH DETAILS / COMPONENTS FOR SIZING & ROOF NOTES. DOOR HEAD: TRIM TO ALIGN WITH WINDOW
. HEAD TRIM
06-02.2 |EXPOSED P.T. WOOD RAFTER TAILS: PAINT, TYP. 10-01.3 |PIN MOUNTED ALUMINUM ADDRESS NUMBERS, MIN 6" HIGH CORNER BOARDS. i
06-04.4 |HORIZ. FIBER CEMENT LAP SIDING W/ 4" EXPOSURE & SMOOTH FINISH; PAINT, TYP 22-07 | GAS METER - SEE PLUMBING BASE TRIM: 1x10 + DRIP CAP
06-05.44 | SEE EXTERIOR TRIM SIZING LEGEND FOR ALL TRIM SIZING U.N.O. 26-01.2 |DECORATIVE WALL SCONCE MOUNTED (d EXTERIOR WALL, TYP FRIEZE TRIM: BUILT UP TRIM: 1x8 + 1x4 FIBER
07-01.2 | IMPACT RESISTANT CORRUGATED METAL ROOF 26-02.5 |LOW SITE LIGHTING ON 1X PAINTED WOOD MOUNT, TYP - COORDINATE COLOR WITH CEMENT
n : CLADDING OR TRIM BUILT-UP FASCIA: 1x6 W/ 1x4
w 26-03.5 |BACKUP GENERATOR AND CONCRETE PAD. CONTRACTOR TO VERIFY SLAB EXTENTS WITH BEAM (@ PORCH: SEE ARCH DETAIL
MANUFACTURER. - SEE MEP FASCIA @ PORCH: 1x6
32-07 |SEE CIVIL AND ARCH SITE PLAN FOR SIDEWALK CONNECTIONS
33-01 |METER STACK - SEE ELECTRICAL 1. CONTRACTOR TO CONFIRM ALL TRIM SIZING W/
K 12" 12" OWNER & PROVIDE MOCK UP AS REQUIRED.
) = 2. ALL EXTERIOR TRIM TO BE FIBER CEMENT UNLESS
e \ ) NOTED OTHERWISE; PAINT, TYP.
3. CONTRACTOR TO PROVIDE ALTERNATE TO CHANGE
g DORMER BEARING ALL INSTANCES OF 5/4X TRIM TO 4/4X TRIM. OWNER TO
OPTION 1 CONFIRM.
15" -7" 4. SEE WINDOW, DOOR, AND PORCH DETAILS FOR
S : JE— ADDITIONAL INFORMATION CONCERNING TRIM SIZING.
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EINOTE LEGEND
TAG NOTE

06-02.2 |EXPOSED P.T. WOOD RAFTER TAILS; PAINT, TYP.

06-04.4 |HORIZ. FIBER CEMENT LAP SIDING W/ 6" EXPOSURE & SMOOTH FINISH; PAINT, TYP

06-05.44 |SEE EXTERIOR TRIM SIZING LEGEND FOR ALL TRIM SIZING U.N.O.

KEYNOTE LEGEND EXTERIOR TRIM OPTIONS

TAG NOTE
SEE ELEVATIONS AND DETAILS FOR ADDITIONAL TRIM
07-02.3 |PRE-FINISHED METAL DOWNSPOUT, TYP - SEE ROOF DRAINAGE COMPONENTS LEGEND INFORMATION NOT CALLED OUT BELOW

FOR SIZING. CENTER DS ON CORNER BOARDS WHERE POSSIBLE. ROUTE TO STORM BOOT
WHERE APPLICABLE, OTHERWISE PROVIDE CONCRETE SPLASH BLOCK WHERE
DAYLIGHTED - SEE CIVIL AND ROOF NOTES.

TAG
04-32
06-01.2
06-01.9

NOTE

ALIGN T/ BRICK SILL TO B/ WINDOW SILL

P.T. WOOD BRACKET; PAINT, TYP - SEE BRACKET ELEVATION ON A-6.5

8X8 BOXED OUT P.T. WOOD COLUMN; PAINT, TYP. - SEE STRUCTURAL, ELEVATIONS &

O

—

07-01.2

IMPACT RESISTANT CORRUGATED METAL ROOF

PORCH DETAILS

06-01.15

BOXED OUT P.T. WOOD BEAM W/ FIBER CEMENT TRIM; PAINT, TYP - SEE STRUCT AND

PORCH DETAILS

07-02.4

PRE-FINISHED METAL GUTTER W/ GUTTER SCREEN, TYP. - SEE ROOF DRAINAGE
COMPONENTS FOR SIZING & ROOF NOTES.

22-07

GAS METER - SEE PLUMBING

26-01.2

DECORATIVE WALL SCONCE MOUNTED (@ EXTERIOR WALL, TYP

26-02.5

LOW SITE LIGHTING ON 1X PAINTED WOOD MOUNT, TYP - COORDINATE COLOR WITH
CLADDING OR TRIM

26-02.7

DUSK TO DAWN EXTERIOR WALL MOUNTED WALL PACK; PROVIDE MOTION SENSOR AND
PHOTOCELL - SEE ELECTRICAL

26-03.5

BACKUP GENERATOR AND CONCRETE PAD. CONTRACTOR TO VERIFY SLAB EXTENTS WITH

WINDOW HEAD:
DOOR HEAD:

CORNER BOARDS:
BASE TRIM:
FRIEZE TRIM:

BUILT-UP FASCIA:
BEAM @ PORCH:
FASCIA @ PORCH:

DOOR/WINDOW JAMB: x4

1x6 W/ SLOPED 1x2 CAP

TRIM TO ALIGN WITH WINDOW
HEAD TRIM

1x6

1x10 + DRIP CAP

BUILT UP TRIM: 1x8 + 1x4 FIBER
CEMENT

1x6 W/ 1x4

SEE ARCH DETAIL

1x6

MANUFACTURER. - SEE MEP
METER STACK - SEE ELECTRICAL

33-01

1. CONTRACTOR TO CONFIRM ALL TRIM SIZING W/
OWNER & PROVIDE MOCK UP AS REQUIRED.

2. ALL EXTERIOR TRIM TO BE FIBER CEMENT UNLESS

NOTED OTHERWISE; PAINT, TYP.

CONTRACTOR TO PROVIDE ALTERNATE TO CHANGE

ALL INSTANCES OF 5/4X TRIM TO 4/4X TRIM. OWNER TO

CONFIRM.

SEE WINDOW, DOOR, AND PORCH DETAILS FOR

ADDITIONAL INFORMATION CONCERNING TRIM SIZING.
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KEYNOTE LEGEND

TAG NOTE
03-02.7 |SEE STRUCTURAL FOR ALL FOUNDATION & FOOTING INFORMATION
03-03.2 |SLOPE SLAB TO DRAIN - SEE SECTIONS, SLAB PLAN, AND CIVIL

06-01.9 |8X8 BOXED OUT P.T. WOOD COLUMN; PAINT, TYP. - SEE STRUCTURAL, ELEVATIONS &
PORCH DETAILS

06-01.15 | BOXED OUT P.T. WOOD BEAM W/ FIBER CEMENT TRIM; PAINT, TYP - SEE STRUCT AND
PORCH DETAILS

06-03.13| ENCLOSE DROPPED CEILING WITH 2X6 WALL - SEE STRUCTURAL

06-05.15|INSTALL SMOOTH HARDI FIBER CEMENT SIDING BETWEEN EXPOSED RAFTERS DIRECTLY
TO THE PLYWOOD PORCH ROOF SHEATHING

07-01.2 |IMPACT RESISTANT CORRUGATED METAL ROOF

26-03.5 |BACKUP GENERATOR AND CONCRETE PAD. CONTRACTOR TO VERIFY SLAB EXTENTS WITH
MANUFACTURER. - SEE MEP

DORMER BEARING
B OPTION 1
T~ 15 - 7" “
 PORCH BEARING
R — ! D -1
06-01.15 06-05.15 (] 01"
<O6-01.9J
\A6S)
5 HALL LIVING ( ’J:L‘
| | ,
| |
| | 1ST FLOOR

PR N ST
a

/"1°\ TRANSVERSE SECTION L
\#ss /) /4" =1-0"

DORMER BEARING
S ~ _OPTION 1
15 - 7"

OPTION 1 - 1041 WESLEY CHAPEL RD

3053 WESLEY CHAPEL RD

DECATUR, GA 30034

CLARATEL CARE HOMES

Mark Date Description

Drawing No.

7“2\ LONGITUDINAL SECTION A T

A33 /) 1/4" =1'-0"

A-3.3

—
Ili 04/13/26 |CD SET
PORCH BEARING Z
%) G || ATTIC
1M -1 | L (c-2) . o
& TRUSS BEARING 50T (IS
10" -1" — 2
i MIRRORED FOOTPRINT - SEE CIVIL/SITE PLAN -
06-01.9 (F—te FOR BUILDING ORIENTATION o'
SIM SIEB SIDE A (IT) Project ID 2572
2R (1) [ == Drawn By KDA
263/ w3/ ; Lo . O checked sy LB
OFFICE RESTROOM LIVING DINING KITCHEN DEN (— - 4l F26_03'5> e OPTION 1 N & OPTION 2 B O _
— . ‘ Sheet Title
i | | — e BUILDING
] SIDE B
ISTFLOOR | R ] , - | - } . )= | | _ _ 11 _ _ : & SECTIONS -
0' : 0" — - — q A“ — - [P s e = = — — :/q/ /\,f ERa . — - N 7 T A 4 A . 3 T B M R T T NP o — IS - SIS i <, / | g OPTl ON 1
LL
>
U
2

SEE A-0.1 FOR ADDITIONAL NOTES & LEGENDS




—
9" - 41/2" FOF @ z 2 13' - 5" FOF
. . ‘ & g & 1" FULL HEIGHT
3/4" FULL HEIGHT | 3/4" FULL HEIGHT - S = 11/2" FP 11/2" FP PANEL 1"FP KEYNOTE LEGEND m
" " = = o
PANEL PA?EFL \» - 13 (1]{2 FEPX 3131/2 FPX = = = { 33" J 30" ) 24" 36" ) 33" TAG NOTE (D
% - M F o - & N s 7 - " 24" DEEPCAB 24"DEEPCAB 24" DEEPCAB 05-03.2 |PROVIDE LIGATURE RESISTANT GRAB BARS AT ROLL-IN SHOWER; SEE A-0.2 AND '_
i _ J K — ACCESSORY SCHEDULE FOR ADDITIONAL INFORMATION m m
L
T - N IR IR T - B N \ 06-03.8 | PROVIDE BLOCKING AT BATHROOM ACCESSORIES TO COMPLY WITH ADA - SEE A-0.2 FOR U
P RN P PN RN P N - S 7 NN -7 AN AN i} BLOCKING LOCATIONS. I..I..I '—
g DN // N g : . . \, g N1 e NP L N K ' 2 06-03.10 |RANGE EXHAUST VENTS TO EXTERIOR - SEE MECHANICAL I.I.I
o~ o~ N ~
N R IN K NI - N N G NN L S y \ o 06-07.8 | PROVIDE ADA-COMPLIANT SCOOP HARDWARE WITH LOCKS AT CABINETS - SEE FINISH m m
N Ve N ~ e ~ e AN Ve ~ / \
- . 3 <l - <l - ~ I~ ~ Il Ny . z DRAWINGS, TYP. _'_
\ y - Bl L 06-07.10 |SOLID SURFACE COUNTERTOP - SEE FINISH DRAWINGS Z —
z - AN /
A RN RN , RN 8 & RN ERN s AN ! = 06-08.4 |UPPER CABINETS SHALL HAVE A BOTTOM SHELF WHOSE TOP SURFACE IS NO MORE THAN z I
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J y S % I/ K \ - WINDOW WINDOW WINDOW = K ‘. K ' , v K N y 06-08.8 |DOOR PULLS OR HANDLES FOR UPPER WALL CABINETS SHALL BE MOUNTED AS CLOSE TO <
06-07.8 , P , N _ L BUILDING PLANS L BUILDING PLANS L BUILDING PLANS _ , Al . K S 2 D THE BOTTOM OF CABINET DOORS AS POSSIBLE - SEE A-0.2 FOR ACCESSIBLITY ( ,
&~ o ™ | & ELEVATIONS FOR | | & ELEVATIONS FOR | | & ELEVATIONS FOR | ™ NI REQUIREMENTS
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v 06-03.10 S K S L v K K 09-04.4 |RUBBER FLOORING @ RESIDENT BATHROOMS - SEE FINISH DRAWINGS
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Seal at top plate,

fold over top plate and
secure with roofing nails, or sandwich
between double top plate

Sheathing Plastic-capped
nails to hold

housewrap
Seal floodlight

/e Seal spigot o
at opening

Caulk under
housewrap and
seal gap between
electrical box

and sheathing
overlap
with tape

Modified “I"-cut, fasten flaps to
the inside of the framing

housewrap
ik ]~

| (i
V|| Tape

Seal housewrap to
foundation below
bottom plate

/|| housewrap

Basement

PAINTED 2"
SLOPED CAP W/
DRIP CUT

Crawlspace .. o o oo

FLASHING WINDOW OPENINGS

@ Overlap_
succtﬁsslve Create slits to slide head
rées?st\\%- E— — flashing and barrier strip
barriers in ‘ underneath housewrap,
fasten with nails, then

shingle — 2
fashion @ tape the slits in the wrap

flashing and

@ Install side
window barrier

strips ——

(AN (R

/3

The modified “I"-cut wrap

@ Install window

@ Install lower barrier strip
over weather-resistive
barrier installed to
underside of opening — creates three flaps that

—_— p—— are wrapped around the

m—— window opening

= O Install head —

/ overlap with [ \ .
upper window - =
barrier strip =

- - - - -® Barrier strips are attached with nails and overlapped with successive barrier strips and weather-resistive

barriers in shingle fashion. Do not depend on tapes or glues, as they may fail over time.

Housewrap technique utilizes a modified “I’-cut in the material, which is then wrapped to the inside of
the window frame and fastened. The head flashing and barrier strip are fastened and “shingled” under a
flap that is cut in the wrap. These seams are then taped.
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SITE RAILING DETAILS

1. ALLWOOD MEMBERS TO BE PRESSURE TREATED AND

NOTE: PAINTED WHITE U.N.O.
ALL WOOD MEMBERS TO BE DETAILS PROVIDED FOR RAILING AS NEEDED 2. GUARDRAILS MUST BE AT LEAST 36" HIGH WHERE
PRESSURE TREATED AND ON SITE - SEE CIVIL WALKING SURFACES ARE ABOVE 30" FROM GRADE.

PAINTED WHITE

P.T. 1x10 WD CAP; SAND ALL
EDGES TO MIN. RADIUS OF 0.01"

0 / ) P.T. 2X8
P.T. x4 WD TRIM

e
IR P.T. 8x8 NEWEL POST "
= e / BEYOND 21/4" RETURN HANDRAILS TO WALL .
2 N S
T o A
S| = N
=1 1T =
g =
Sl e P.T. 1x2 WD TRIM; WRAP | )
K ! AROUND NEWEL POST ] Q8

777777 j \ 7 =

12" AT TOP AND BOTTOM OF RAMP
EXTENSION EQUAL TO 12" @ TOP OF STAIR
\ SIMPSON BASE AT POST EXTENSION EQUAL TO 1 TREAD DEPTH + 12" @ BASE OF STAIR
7“4\ G-1 RAILING CROSS SECTION @ PORCH /"1°\ H-1@ STAIR OR RAMP ~
ae1 /) 11/2"=1"-0" as1 /) 11/2" =1'-0" ‘5‘\\\ \\yy

OF Gs(};\

PRICE ALT: PRICE STAINLESS STEEL HANDRAIL &
GUARDRAILS IN LIEU OF PAINTED METAL

GRIND WELDS SMOOTH; TYP

EQ EQ
L
7]
PROVIDE VERTICAL SUPPORT @ 5'-0" MAX. TOP HANDRAIL
SPACE EVENLY BETWEEN POSTS. a EXTENSION
] PARALLEL TO
11/2" OUTSIDE DIAMETER METAL LANDING. TYP.
HANDRAIL SPACED 2 1/2" FROM WALL '
BOTTOM HANDRAIL EXTENSION TO CONTINUE &
WITH THE SLOPE OF STAIR, TYP. ™
| 0p)
TURN DOWN ENDS OF HANDRAILS | i LlJ
AND POST DOWN TO GROUND. \ z
. % PR
S i CORE OR SET SLEEVE IN PAVING
Qr TO ACCEPT VERTICAL POST. O
INFILL W/ GROUT OR EPOXY, TYP.
| L
il
- X = TREAD DEPTH
S LL]
7 o
A
/" 2\ H-1@STAIR < a'd
as1 /) 1/2" =1'-0" ( ) d
1 %S
<< 5
| | | I o
O M
|_ > <
< Ll O
—1 -
PRICE ALT: PRICE STAINLESS STEEL HANDRAIL & m wn x
GUARDRAILS IN LIEU OF PAINTED METAL § D)
< —
GRIND WELDS SMOOTH; TYP | Ecr)) g
o W
= | =a o o O
PROVIDE VERTICAL SUPPORT @ 5'-0" MAX., ——— ——— TOP HANDRAIL

SPACE EVENLY BETWEEN POSTS. EXTENSION PARALLEL
/ TO LANDING, TYP Mark Date Description

11/2" OUTSIDE DIAMETER METAL HANDRAIL \
SPACED 2 1/2" FROM WALL, GRIND WELDS T 04/13/26 |CD SET
SMOOTH AND PAINT

36"

TURN DOWN HANDRAILS AND POST —
DOWN TO GROUND. \

36
07
N
Sz
m >
<
\
\
\
L[
|

/u
CORE OR SET SLEEVE IN PAVING 12" 11/2" DIAWHEELSTOP TO PREVENT PASSAGE OF A 4" DIA

Project ID 2572
TO ACCEPT VERTICAL POST. INFILL SPHERE WHERE RAIL IS NOT LOCATED DIRECTLY ADJACENT Drawn By KDA
W/ GROUT OR EPOXY; TYP TO WALL. SEE FLOOR PLAN FOR EXTENT OF WHEEL STOP. Checked By HLB

CONCRETE RAMP SURFACE Sheet Title

/3 H-11@ RAMP STAIR AND
w81 ) 1/2"=1'-0 RAILING DETAILS
Drawing No.
1/2" = 1'-0" A-8.1
0 2" 4 6

ISSUED FOR CONSTRUCTION

SEE A-0.1 AND A-0.2 FOR ADDITIONAL NOTES & LEGENDS




HORIZONTAL PARTITION TYPES

IMPACT RESISTANT
CORRUGATED METAL ROOF

ROOFING FELT

PLYWOOD SHEATHING; TAPE &
SEAL AT ALL JOINTS, TYP. - SEE
STRUCTURAL

INSULATION - SEE
INSULATION VALUES LEGEND.

ROOF/CEILING STRUCTURE - SEE
STRUCTURAL

(1) LAYER ABRASION-RESISTANT
AND IMPACT RESISTANT 5/8"
GYPSUM BOARD

STRUCTUREBEARINGEL. | )

STRUCTURE BEARING EL.

IMPACT RESISTANT
CORRUGATED METAL ROOF

ROOFING FELT

DROPPED CEILING EL.

N

PLYWOOD SHEATHING; TAPE &
SEAL AT ALL JOINTS, TYP. - SEE
STRUCTURAL

INSULATION - SEE
INSULATION VALUES LEGEND.

ROOF/CEILING STRUCTURE - SEE
STRUCTURAL

WD STRUCTURE FOR DROPPED
CEILING - SEE STRUCT

(1) LAYER ABRASION-RESISTANT
AND IMPACT RESISTANT 5/8"
GYPSUM BOARD

ROOF/CEILING

C1

C2

ROOF/CEILING WITH DROPPED CEILING

SEE A-0.1 AND A-0.2 FOR ADDITIONAL NOTES & LEGENDS

INTERIOR PARTITION AND EXTERIOR WALL TYPES CEILING AND PARTITON NOTES

INTERIOR PARTITION

EXTERIOR WALL

17— SEALANT, BOTH SIDES - PROVIDE

g \ ACOUSTIC SEALANT AT LOCATIONS
! i WHERE A SECOND LAYER OF GYPSUM
HEAD | BOARD IS INSTALLED EXTERIOR SHEATHING - SEE
g 7 (1) LAYER ABRASION RESISTANT SCHEDULE
\ AND IMPACT RESISTANT GYP
i BD - SEE SCHEDULE (1) LAYER ABRASION o ERIOR BUILDING
- WRAP, TYP - SEE DETAILS
i ; ADDITIONAL LAYER ABRASION RESISTANT AND IMPACT
i | ¥ RESISTANT AND IMPACT RESISTANT GYP BD - SEE
| , RESISTANT GYP AT INTERIOR SCHEDULE
: SIDE OF BEDROOMS - SEE
i | SCHEDULE
PLAN [ \
] \,\ WD STUD - SEE SCHEDULE PLAN
& STRUCTURAL
’ EXTERIOR FINISH
. MATERIAL VARIES - SEE
ELEVATIONS & DETAILS
] INSULATION - SEE SCHEDULE WD STUD - SEE SCHEDULE
) ; & STRUCTURAL
SILL | 1 SEALANT, BOTH SIDES INSULATION - SEE
{i : ,— BASE TRIM; SEE FINISH SCHEDULE INSULATION SCHEDULE
Lr
ALL WALLS NOTED AS SMOKE PARTITIONS TO BE CONSTRUCTED WITH A
SMOKE-TIGHT JOINT BETWEEN THE TOP OF THE SMOKE PARTITION AND
BOTTOM OF THE CEILING.
MARK| WIDTH |  STUD SHEATHING INSULATION | FIRE RATING | UL STC FIRE
P-1 | 43/4" WD 4" (1) 5/8" GYPSUM BOARD 3" SOUND - - - MARK| WIDTH STUD SHEATHING INSULATION RATING UL STC
EACH SIDE. ADDITIONAL BATTS AT W-1 | VARIES WD 6" (1)5/8" SHEATHING @ | SEE INSULATION - - -
LAYER 5/8" GYP AT BEDROOMS EXTERIOR - SEE LEGEND
BEDROOMS (106B, 108, 109, AND STRUCTURAL. (1) LAYER
111). SEE STRUCTURAL FOR| BATHROOMS 5/8" GYP @ INTERIOR
ANY ADDITIONAL
SHEATHING
REQUIREMENTS FOR
SHEAR WALLS. SEE FINISH
PLAN FOR FINISH
SCHEDULE INFORMATION.
P-2 | 63/4" WD 6" (1) 5/8" GYPSUM BOARD 3" SOUND - - -
EACH SIDE. ADDITIONAL BATTS AT
LAYER 5/8" GYP AT BEDROOMS
BEDROOMS (106B, 108, 109, AND
111). SEE STRUCTURAL FOR| BATHROOMS
ANY ADDITIONAL
SHEATHING
REQUIREMENTS FOR
SHEAR WALLS. SEE FINISH
PLAN FOR FINISH
SCHEDULE INFORMATION.
P-3 | 43/4" WD 4" (1) 5/8" GYPSUM BOARD 3" SOUND SMOKE - -
EACH SIDE. ADDITIONAL BATTS AT PARTITION
LAYER 5/8" GYP AT BEDROOMS
BEDROOMS (106B, 108, 109, AND
111). SEE STRUCTURAL FOR| BATHROOMS
ANY ADDITIONAL
SHEATHING
REQUIREMENTS FOR
SHEAR WALLS. SEE FINISH
PLAN FOR FINISH
SCHEDULE INFORMATION.
P-4 | 63/4" WD 6" (1) 5/8" GYPSUM BOARD 3" SOUND SMOKE - -
EACH SIDE. ADDITIONAL BATTS AT PARTITION
LAYER 5/8" GYP AT BEDROOMS
BEDROOMS (106B, 108, 109, AND
111). SEE STRUCTURAL FOR| BATHROOMS
ANY ADDITIONAL
SHEATHING
REQUIREMENTS FOR
SHEAR WALLS. SEE FINISH
PLAN FOR FINISH
SCHEDULE INFORMATION.

N

ALL WALLS TO DECK U.N.O.

ALL GYPSUM BOARD AT BATHROOM AREA AND KITCHEN
SINK AREA TO BE WATER RESISTANT. PROVIDE
MOISTURE & MOLD RESISTANT GYPSUM AT ALL TILED
WALLS NOT IN A SHOWER. PROVIDE CEMENT BOARD AT
SHOWER LOCATIONS. CEMENT BOARD NOT REQUIRED @
SHOWER/TUB LOCATIONS WHERE TUB SURROUNDS ARE
USED.

ALL GYSPUM BOARD TO BE DURABLE, ABRASION-
RESISTANT, AND IMPACT RESISTANT THROUGHOUT,
INCLUDING AT CEILINGS.

AT ALL LOCATIONS WHERE SEALANT IS EXPOSED,
PROVIDE PICK-RESISTANT SEALANT.

PROVIDE ACOUSTIC SEALANT AT PERIMETER OF ALL
WALL LOCATIONS AT WHICH AN ADDITIONAL LAYER OF
GYPSUM BOARD IS PROVIDED.

PROVIDE BLOCKING AT ALL BATHROOM ACCESSORIES,
WALL CABINETS, AND SHELVING.

FOR ALL RATED PARTITION ASSEMBLIES, OBTAIN AND
FULLY CONFORM TO DESIGN REQUIREMENTS FOR EACH
PARTITION ASSEMBLY OF UNDERWRITERS
LABORATORIES, INC.; FIRE RESISTANCE DIRECTORY
2000 AND THE GYPSUM ASSOCIATION, FIRE RESISTANCE
MANUAL, 15TH EDITION.

METALLIC OUTLETS OR SWITCH BOXES LOCATED ON
OPPOSITE SIDES OF WALLS OR PARTITIONS SHALL BE
SEPARATED BY A MINIMUM HORIZONTAL DISTANCE OF
WALL STUD SPACING.

REFER TO FINISH SCHEDULE, INTERIOR ELEVATIONS,
AND ARCHITECTURAL WOODWORK DETAILS FOR WALL
FINISHES AND WALL HUNG PARTITION BLOCKING
INFORMATION.

. PROVIDE SOUND BATTS (@ BATHROOMS & BEDROOMS IN
UNIT PARTITIONS. PROVIDE ACOUSTICAL SEALANT AT
ELECTRICAL BOXES.

. ALL PENETRATIONS OF PARTITIONS, WALLS, SOFFITS,
ETC, ARE TO BE APPROPRIATELY SEALED, GASKETTED,
OR DAMPERED AS REQUIRED. PROVIDE UL APPROVED
FIRESTOPPING FOR ALL RATED CONSTRUCTION.
PROVIDE SEALING, GASKETTING, AND DAMPERS
APPROPRIATE FOR SMOKE PARTITIONS AT SMOKE
PARTITION LOCATIONS.

. PARTITION SCHEDULE IS A REFERENCE FOR MATERIALS
AND BASIC CONSTRUCTION. WALL SECTIONS AND
OTHER DETAILS TAKE PRECEDENCE FOR SPECIFIC
CONSTRUCTION.

. STUD SIZING IS BASED ON UNITED STATES GYPSUM
COMPANY SPECIFICATIONS, SUBSTITUTIONS SHOULD
CONFORM TO MANUFACTURERS RECOMMENDATIONS
FOR PERTINENT CONDITION.

. PROVIDE BASE AT ALL WALLS AT INTERIOR - SEE
FINISH LEGEND.

. SEAL ALL PENETRATIONS AT UNIT ENVELOPE
INCLUDING WALL SWITCHES, ELECTRICAL OUTLETS,
AND PLUMBING PENETRATIONS.

. SEAL ALL INTERIOR WALL AND CEILING PENETRATIONS,
INCLUDING AT FIXTURES AND RECEPTACLE BOXES.

. PROVIDE CAULK AT ALL TOP PLATES AT ALL EXTERIOR
WALLS.

. SEAL ALL BOTTOM PLATES AT UNIT ENVELOPE WALLS
AT FIRST FLOOR TO FOUNDATION. SEAL ALL BOTTOM
PLATES AT UNIT ENVELOPE WALLS AT SECOND AND
THIRD FLOORS TO SUBFLOOR.

INSULATION VALUES

OTES

1.

2.

INSULATION VALUES PER IECC 2015 COMMERCIAL
REQUIREMENTS FOR CLIMATE ZONE 3.

INSULATION VALUES SHOWN ARE I[ECC CODE MINIMUM
REQUIREMENTS - SEE HORIZONTAL, INTERIOR,

EXTERIOR PARTITION SCHEDULES AND THE RESPECTIVE

FIRE-RATED UL LISTINGS FOR ADDITIONAL
REQUIREMENTS.
INSULATION HATCH SHOWN (@ DETAILS IS

DIéGRAM(I\J/IATlg AND Dé)ES NOT INDICATE TYPE OF
AOSOAAAAASAAASABASAAANAN

MINIMUM VALUES

ATTIC:
OPEN CELL SPRAY FOAM: R-20

EXTERIOR STUD WALL:

OPEN CELL SPRAY FOAM: R-20; THIS EXCEEDS IECC MINIMUM

INTERIOR STUD WALLS:

SOUND BATT @ CAVITY

ISSUED FOR CONSTRUCTION
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DOOR TYPES

FLOOR W

FINISHED N

N\ AN

/

@

2

2 PANEL -
INTERIOR
7/
/
AN
FINISHED N
FLOOR
AN

2 PANEL - INTERIOR
DOUBLE

GLAZED -
EXTERIOR

©

GLAZED - INTERIOR

FRAME TYPES

BY MFR

g

)

BY MFR

DOOR HEIGHT

OPENING BY MFR 31/2"\ OPENING ,,31/2" BY MFR\D
WIDTH i WIDTH 31/2"
&l )
=L /D:;gg
(9] -Q o
- =
@ >
o
= =
T T
<2} ©
L Ll
T T
o [a e
o o
o o
(] (]
U AT L

OPENING ﬂBY MFR

WIDTH

&)

\_
L

312"

- PROVIDE
MITERED EDGE
AT TRIM

WO0O0D/ FIBER
CEMENT TRIM

HOLLOW
METAL FRAME

DOOR SCHEDULE

DOOR DETAILS

FRAMING GWB
SEALANT PRAMING SEALANT
GWB GWB WOOD CASING- SEE
WO0OoD A WOooD AL DOOR SCHEDULE
CASING NN / 5 CASING W AE FOR LOCATIONS
a DOOR — FRAMING
X N
T SEALANT
1 o
DOOR — x
N A HM FRAME
1 STUD WALL WOOD FRAME 9 STUD WALL CASED OPENING 3 STUD WALL HOLLOW METAL FRAME
FRAMING FRAMING FRAMING
GWB
DOOR  GWB GWB DOOR —
\ N SVl o P
< S
8 < CLIP
< T
N N 1
WOOD CASING \ SEALANT WOOD CASING J SEALANT HM FRAME WOOD CASING- SEE
DOOR SCHEDULE
SEALANT FOR LOCATIONS
1 STUD WALL WOOD FRAME 9 STUD WALL CASED OPENING 3 STUD WALL HOLLOW METAL FRAME
EXTERIOR INTERIOR
\r
METAL RAIN DRIP s PROVIDE
NEOPRENE SEAL
_, | ADAcomPLIANT . x A
2| THRESHOLD W/ SET THRESHOLD IN ¥k = ~—— ADA COMPLIANT
¥ | NEOPRENE SEAL pl BED OF SEALANT = %q THRESHOLD AT
— = FLOOR COVERING FLOOR MATERIAL
o ‘ | TRANSITION
= rw\ J LOCATIONS ONLY
NS T
= BACKER ROD AND
SEALANT
1 EXTERIOR THRESHOLD 2 ADA BEVELED CHANGE IN LEVEL 3 ADA CHANGE IN MATERIAL

WINDOW SCHEDULE

SEE A-0.1 AND A-0.2 FOR ADDITIONAL NOTES & LEGENDS

DOOR FRAME TYPE | EGRESS | CALLSIZE | HEAD
RATING WIDTH | HEIGHT| TYPE | MT'L [FINISH|  HEAD JAMB SILL | TYPE | MT'L |FINISH REMARKS MARK | Y/N | WD | HT | HEIGHT COMMENTS
1A 2-8 | 6-0 | 8'-4" |SINGLE HUNG; FIELD
101A | SMOKE PARITION | 6'-0" | 7°-0" 2 STEEL 3 3 - 3  |HM/WD CLOSET DOOR MULL WINDOWS
101B | SMOKEPARITION | 6'-0" | 7-0" | 2 STEEL 3 3 : 3 |HMMD CLOSET DOOR To THER WHERE
101C | SMOKEPARITION | 6-0" | 7-0" | 2 STEEL 3 3 - 3 |HMMWD CLOSET DOOR STRUCTURAL
101D | SMOKE PARITION | 6'-0" | 7°-0 2 STEEL 3 3 - 3 |HMMWD CLOSET DOOR B 8 60 & % |SINGLE HUNG WINDOW
101E | SMOKEPARITION | 6'-0"| 7'-0" | 2 STEEL 3 3 - 3 |HMMWD CLOSET DOOR W/ WHITE BLINDS
101F | SMOKEPARITION | 4 -0"| 7°-0" | 2 STEEL 3 3 - 3 |HMMWD CLOSET DOOR BETWEEN THE GLASS;
101G | SMOKEPARITION | 6'-0" | 7'-0" | 2 STEEL 3 3 - 3 |HMMWD CLOSET DOOR FIELD MULL WINDOWS
102 | SMOKEPARITION |3 -0"| 7-0" | 3 STEEL 3 3 - 3 |HM/WD OFFICE ENTRY DOOR TOGETHER - SEE
102A - 3-0"| 7-0"| 1 | SOLIDCOREWOOD 1 1 3 2 WD OFFICE BATHROOM DOOR STRUCTURAL
1028 _ 2-0"| 7-0°| 1 | SOLIDCOREWOOD 1 1 ; 2 WD CLOSET DOOR 1B Y |28 )60 8-4 \SIJ}\‘V%%*E'UB’]‘_?N‘AS'SNDOW
103A - 2°-0"| 7-0" | 1 | SOLID CORE WOOD 1 1 - 2 WD CLOSET DOOR BETWEEN THE GLASS:
104 - 3-0"| 7-0" 1 STEEL 3 3 - 3 HM/WD KITCHEN DOOR FIELD MULL WINDOWS
105 | SMOKEPARITION |3-0"| 7-0" | 1 STEEL 3 3 - 3 |HMMWD KITCHEN DOOR TOGETHER - SEE
106 - 3-0"| 7-0" 1 STEEL 3 3 - 3 |HM/WD BEDROOM DOOR STRUCTURAL
106A | SMOKEPARITION | 3-0"| 7°-0" | 1 STEEL 3 3 - 3 |HM/WD BEDROOM DOOR 2A 2-4 | 3-6 | 8 -4" |FIXED CASEMENT; FIELD
106B | SMOKE PARITION | 3'-0"| 7'-0" 1 STEEL 3 3 - 3 |HM/WD BEDROOM DOOR MULL WINDOWS
107A | SMOKE PARITION | 3'-0" | 77-0" | 1 STEEL 3 3 - 3 |HM/WD BATHROOM DOOR ;?SSQ?EEALSEE
1078 - 3-0" | 7-0" ] 1 STEEL 3 3 - 3 |HMMWD BEDROOM DOOR —
108 | SMOKEPARITION |3 -0"| 7-0" | 1 STEEL 3 3 - 3 |HMMWD BEDROOM DOOR 28 24| 36 ) &4 &',f(ﬁgo%\%'\'xm&
109 | SMOKEPARITION |3-0"| 7-0" | 1 STEEL 3 3 - 3 |HMMWD BEDROOM DOOR BLINDS BETWEEN THE
110A - 5-0"| 7-0" | - STEEL 2 2 - 2 WD CASED OPENING GLASS
1108 - 3-0" | 7-0"] 1 STEEL 3 3 - 3 |HMMWD BATHROOM DOOR 3A 2-8 | 1-6 | 15'-3 |15'-31/2" HEAD HEIGHT
111 | SMOKEPARITION |3 -0"| 7-0" | 1 STEEL 3 3 - 3 |HM/MWD BEDROOM DOOR 1/2*  |ATOPTION 1, 14'-10 1/2"
ATTIC | SMOKEPARITION | 2'-0" | 4 -0" | - MFR - - - MFR | MFR LOCKABLE INSULATED ATTIC ACCESS PANEL AND ALUMINUM LADDER E’E%L’g‘?g;ﬁg
E1 - 3-0"| 8-0"| 4 FIBERGLASS SEE DETAILS | SEE DETAILS 1 2 |[HM/WD EXTERIOR DOOR W/ 1'-2" SIDELIGHT BOTH SIDES CASEMENT WINDOW.
E2 - 3-0"|8-0"| 4 FIBERGLASS SEE DETAILS | SEE DETAILS 1 2 |HM/MWD EXTERIOR DOOR W/ 1'-2" SIDELIGHT BOTH SIDES THREE-WIDE FACTORY
E3 - 3-0"| 8-0"| 4 FIBERGLASS SEE DETAILS | SEE DETAILS 1 2 |[HM/WD EXTERIOR DOOR MULLED TOGETHER
WINDOWS

WINDOW SCHEDULE NOTES DOOR SCHEDULE NOTES

1.

~

11.

WINDOW B.0.D.:
A. PELLA IMPERVIA FIBERGLASS WINDOW W/ IMPACT

GLASS

a. PROVIDE WHITE FINISH FRAME AND HARDWARE
PROVIDE LIMITED WINDOW OPENING CONTROL DEVICE
AT ALL WINDOWS NOT CALLED OUT AS EGRESS
WINDOWS. SEE FLOOR PLAN FOR LOCATIONS.
PROVIDE LOW-VOLTAGE WIRING AT ALL OPERABLE
WINDOWS FOR SECURITY CONTACTS ASSOCIATED WITH
BUILDING ALARM/ SECURITY SYSTEM. COORDINATE
LOCATIONS AND REQUIREMENTS WITH SECURITY
VENDOR.
REFER TO SELECTED MANUFACTURER FOR ROUGH
OPENINGS.
CONTRACTOR TO VERIFY WITH WINDOW MANUFACTURER
ALL UNIT AND ROUGH OPENING SIZES BEFORE FRAMING
WALL OPENINGS.
HEAD HEIGHT DIMENSION INDICATES TOP OF WINDOW
ROUGH OPENING ABOVE TOP OF SUBFLOOR.
SEE ELEVATIONS FOR WINDOW TAGS.
ALL WINDOWS IDENTIFIED WITH AN "E" SHALL MEET
CODE TO SERVE AS AN EMERGENCY ESCAPE AND
RESCUE OPENING. PROVIDE A MINIMUM OF ONE
WINDOW PER BEDROOM MEETING THESE CONDITIONS.

%

ALL WINDOWS IDENTIFIED WITH "T" SHALL BE
TEMPERED & ALL DOOR GLAZING TO BE TEMPERED.

&

ALL EXTERIOR GLAZING TO BE LOW-E & INSULATED TO
MEET ENERGY CODE REQUIREMENTS:
A. MAX GLAZING U-FACTOR FIXED FENESTRATION:
a. 0.35
B. MAX GLAZING U-FACTOR OPERABLE FENESTRATION
a. 0.35
C. MAXGLAZING SHGC AT FIXED WINDOWS
a. 0.27
D. MAX GLAZING SHGC AT OPERABLE WINDOWS:
a. 0.27
E. DOORS W/ GLAZING (LOW-E]:
a. MAX. U-FACTOR:0.35
b. MAX.SHGC FOR GLAZING: 0.27

WINDOW AND EXTERIOR DOOR CONTACT:

PELLA CORPORATION
KELLY NOLAN

(404) 510-2550
knolan@pellase.com

1. CONTRACTOR TO VERIFY HEIGHT BEFORE ORDERING
DOORS.

2. EXTERIOR DOOR B.0.D.:

A. PELLA FIBERGLASS IMPACT IN-SWING ENTRY DOOR
W/ IMPACT GLASS.

B. 1/2 LIGHT 1 PANEL DOOR WITH FULL LIGHT
SIDELIGHTS

C. PROVIDE BRICK MOULD AT BRICK WATER TABLE
WHERE APPLICABLE

3. PROVIDE IMPACT GLASS AT ALL GLAZING LOCATED IN
DOORS.

4. ALL HARDWARE & FRAMES @ FIRE-RATED DOORS TO BE
FIRE-RATED IN COORDINACE WITH UL AND NFPA 101
REQUIREMENTS.

5. PROVIDE LOW-VOLTAGE WIRING AT ALL EXTERIOR
DOORS FOR SECURITY CONTACTS ASSOCIATED WITH
BUILDING ALARM/ SECURITY SYSTEM. COORDINATE
LOCATIONS AND REQUIREMENTS WITH SECURITY
VENDOR.

6. ALL EXTERIOR DOORS TO BE INSULATED TO MEET
ENERGY CODE:

A. DOORS W/ GLAZING (LOW-E):
a. MAX. U-FACTOR: 0.35
b. MAX. SHGC FOR GLAZING: 0.27

DOOR HARDWARE NOTES

1. PROVIDE POLISHED CHROME FINISH FOR ALL DOOR
HARDWARE.

2. PROVIDE ADA COMPLIANT DOOR HARDWARE.

3. WHEN CLOSERS ARE PROVIDED, DOORS MUST CLOSE
FROM 90 DEGREES TO 12 DEGREES IN 5 SECONDS
MIN.

4. PROVIDE TAMPER PROOF GASKETING AT ALL DOORS
LOCATED IN SMOKE PARTITIONS.

5. PROVIDE LIGATURE RESISTANT CONVEX WALL
BUMPER AT ALL DOORS.

6. EXTERIOR DOORS:

A. ACCESS CONTROL BY OTHERS

B. ELECTRIC STRIKE

C. HINGES AND WEATHERSTRIPPING BY DOOR
MANUFACTURER

D. ADA COMPLIANT THRESHOLD BY DOOR
MANUFACTURER

E. SINGLE CYLINDER ENTRY DEADBOLT (BORED
LOCKSET REQUIRED) W/ SCHLAGE M55
DECORATIVE LEVER

7. OFFICE ENTRY DOOR:

ACCESS CONTROL BY OTHERS

ELECTRIC STRIKE

HINGES BY DOOR MANUFACTURER

PULL SIDE SURFACE MOUNTED CLOSER

SINGLE CYLINDER OFFICE LOCK (BORED

LOCKSET REQUIRED) W/ SCHLAGE M55

DECORATIVE LEVER

8. OFFICE BATHROOM DOOR:

A.  PRIVACY LOCKSET W/ SCHLAGE M55
DECORATIVE LEVER.

9. KITCHEN DOOR:

A. SINGLE CYLINDER MORTISE LOCK W/ SCHLAGE
SL1 LIGATURE-RESISTANT TRIM
B. LIGATURE RESISTANT CLOSER

10. CLOSET DOOR:

A. ACCESS CONTROL BY OTHERS (SEE RCPS FOR
LOCATIONS)]

B. ELECTRIC STRIKE (SEE RCPS FOR LOCCATIONS])

C. CLOSET/STOREROOM LOCK W/ SCHLAGE SL1
LIGATURE-RESISTANT TRIM

11. BEDROOM DOOR:

A. DORMITORY/ BEDROOM MORTISE LOCK W/ SL1
LIGATURE RESISTANT TRIM

B. LIGATURE RESISTANT BARRICADE HINGE

C. LIGATURE RESISTANT CLOSER

12. BATHROOM DOOR:

A.  SINGLE CYLINDER MORTISE LOCK W/ SCHLAGE
SL1 LIGATURE-RESISTANT TRIM

B. LIGATURE RESISTANT BARRICADE HINGE

C. LIGATURE RESISTANT CLOSER

moowz>

DOOR HARDWARE CONTACT:
ALLEGION SERVICES GROUP
ANDY MROZEK

(470) 925-1838
andy.mrozek(dallegion.com

WINDOW AND EXTERIOR DOOR CONTACT:
PELLA CORPORATION

KELLY NOLAN

(404) 510-2550

knolan@pellase.com
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